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PRO-9000  
Base Station / VGAserver platform 

   

Features 
 2x nVidia GeForce 8600GT graphics cards  Aesthetic, hinged front panel 

 Asus P5Q Deluxe motherboard  Internal CD/DVD Writer 

 1024MB DDR2 RAM  Ducted CPU fan 

 E7200 Intel Core 2 Duo CPU  4x video out / monitors 

Description 
The PRO-9000 is a high-powered processor platform for Base Stations and VGA Servers. With 4 video outs, it is ideally suited 
for multi-monitor displays.   

Specifications   
Model PRO-9000 Base Station / VGA Server processor platform 

Form Factor ATX RS232 connector 1 

Motherboard Asus P5Q Deluxe SATA channels 6 

CPU E7300 Intel Core 2 Duo IDE 1 

RAM 1024MB DDR2  On board Audio, LAN 

Graphics cards 2x nVidia GeForce 8600GT  PCI/PCI Express  2x PCI / 2xPCI Express slots 

Video out  4x 

Front panel Hinged, providing easy access to CD/DVD Writer and USB connectors 

Cooling fans 1x ducted CPU fan 

Hard drives Client specified, up to 2x SATA drives, fitted in the overhead bridge bracket.  

Portable media 6x USB, 1x RJ-45 Ethernet, Audio Line In, Audio Line Out, Audio Mic In 

Rear panel ports PS/2 Mouse, PS/2 Keyboard, 6x USB 2.0, 1x RJ-45 Ethernet LAN, Audio Line In/ Out/ Mic In 

Approvals 
Requirements of EMC directive 89/336/EEC: SABS CISPR22:1997 | SABS CISPR24:1997 | IEC 
61000-4-2 | IEC 61000-4-3 | IEC 61000-4-4 | IEC 61000-4-5 | IEC 61000-4-6 | IEC 61000-4-11 | IEC 
61000-3-2 | IEC 61000-3-3 

PSU Standard 110/230V AC, 300W ATX; appliance plug (No power lead supplied) 

Operating temp +5°C to +45°C (41°F to 113°F) 

Documentation Downloadable from the Internet 

Appearance/housing Black textured finish. Full plated industrialized housing 

 


